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 Product Specification  

Experience Strength™ C-Line 
Experience Strength™ C-Line is pure Precor® quality in selectorized strength equipment that moves the way you move. This outstanding line delivers 
durability, attention to detail, and a sleek, sculptural appearance to complement any fitness center’s décor. Built on sound biomechanics for optimal 
resistance and smooth interaction between user and equipment, easy-to-use Experience Strength™ products are designed to provide both user and 
owner/operator with a thoroughly positive experience. 

Features  
 

·  The C-Line is built on sound biomechanics for a natural motion and comfortable workout. 

·  Simple step-by-step instructions for users of all levels to help with setup and exercise, including tips that help them maximize 
their workouts. 

·  Pads are engineered to provide comfort and support for proper form. Weight stacks are elevated so users can make adjustments 
easily and conveniently while seated at the machine. 

·  Every component the user touches is designed to enhance the workout experience, including extra-large grips for pushing and 
standard-size grips for pulling. 

·  Weights can be increased by 15 lbs (7 kg) to reach the desired total, with two add-on weights of 5lbs (2.5 kg) each for a more 
precise workout. 

·  Precor partners closely with fitness center owner/operators to help them deliver the kind of positive user experience that 
strengthens their business. 

Graphics ·  Step-by-step machine identifier and instructional placards are positioned on the inside of the weight stack for easy reading by 
user. 

·  The drink and accessory holder features machine identifier graphics on both sides for easy identification and optional circuit 
numbering. 

Adjustments ·  Ratcheting seat adjustments require only a lift to release the lever. 

·  Handles include slip resistant rubber sleeves with machined alloy end-caps. 

·  Adjustment points are indicated with a contrasting color to highlight for ease-of-use. 

Weight Stack ·  Units have fully shrouded weight stacks in full compliance with ASTM and EN standards. 

·  Each selector plate is entirely precision-machined on all surfaces.  Top plate has replaceable precision self-lubricating bushings.  
The plates feature a black painted protective finish. 

·  Guide rods are precision centerless ground, polished, with corrosion-resistant plating for smooth operation and rust retardation. 

·  The weight stack is elevated to facilitate user pin selection from seated position.  

Frame and 
Finish 

·  The frame is 11 gauge (.120 in) 2 x 4” electroweld steel racetrack tubing. 

·  Movement arms are made of electroweld steel round tubing. 

·  The abrasive grit pre-finish is followed by an electrostatically applied powder coat that is heat cured. 

Upholstery 
and Padding 

·  Premium quality 3D urethane molded foam padding for maximum comfort.  Fabric meets or exceeds California fire regulations 
(Bulletin 117, section E) 

·  Automotive-grade, two textured fabric features double top stitching on all seams. 

Pulleys, 
Cables, 
Bearings and 
Pivot Points 

·  Glass fiber reinforced nylon pulleys for durability, with precision motor-grade ball bearing pulleys. 

·  Cables consist of 3/16 in (7” x 19”) aircraft cable coated with black pressure extruded nylon to ¼ inch or 1/8 inch and coated to 
3/16 inch. The cables conform to specification MIL-W-83420D-BARE cable only. 

·  When used, redirection pulleys route cables close to frame to minimize chance of external interference. 

·  Oversized linear re-circulating ball bearings are self-aligning, sealed and run on case-hardened shafts. 

·  Pivot points and joints feature motor-grade sealed ball bearings, or sleeve bearings, utilizing either oil-impregnated bronze 
bushings or pre-lubricated nylon bushings. 

·  Bolts are grade 5 or above in all applications. 

Installation ·  The C-Line arrives fully assembled except for the weight stack shrouds that are placed during installation.  Each unit can be 
disassembled into two pieces to fit through narrow entries. 
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Experience Strength™ C-Line Color Options 
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Measurements  

� � � � � � � � � � � � �
Machine Length Width Height Weight Stack Unit Weight 

Shipping 
Weight 

  inches centimeters inches centimeters inches centimeters pounds kilograms pounds kilograms pounds kilograms 

Bicep Curl 44 112 43 109 67 170 170 78 455 208 470 213 
Tricep Extension 44 112 43 109 67 170 170 78 460 210 475 215 
Chest Press 58 147 59 150 67 170 260 119 575 262 590 268 
Shoulder Press 65 165 52 132 67 170 215 98 564 258 580 265 
Pulldown 66 168 63 160 77 196 260 119 675 308 695 315 
Seated Row 52 132 49 124 67 170 260 119 565 258 580 265 
Rear Delt/Pec Fly 54 137 41 104 84 231 260 119 635 290 655 297 
Leg Extension 53 135 19 124 67 170 260 119 610 278 625 283 
Seated Leg Curl 64 163 19 124 67 170 260 119 640 292 645 293 
Leg Press 77 196 18 122 77 196 425 194 940 429 960 435 
Abdominal 54 137 51 130 67 170 215 98 525 240 540 215 
Back Extension 44 112 43 109 67 170 215 98 520 237 535 243 
Seated Dip 48 122 48 122 67 170 260 119 565 258 580 265 
Rotary Torso 46 117 56 142 67 170 170 78 480 219 495 225 
Prone Leg Curl 61 155 47 119 67 170 215 98 540 246 555 252 
Glute 52 132 40 102 67 170 170 78 495 226 510 232 
Inner Thigh 65 165 30 76 67 170 215 98 580 265 595 270 
Outer Thigh 65 165 30 76 67 170 215 98 580 265 595 270 
Lateral Raise 53 135 48 122 67 170 170 78 525 240 540 245 

Calf Extension 54 137 39 99 67 170 170 78 455 208 470 213 

 

    

    

    

    

 
 
 
Manufacturer reserves the right to change or alter specifications at any time. Precor protects its product by vigorously enforcing its patent, trademark, 
copyright and other applicable intellectual property rights in the USA and in other countries. Precor is a registered trademark of Precor Incorporated. 
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